MPX (MKP) series {)FIEREHTEBES2ZS-X1 350VAC
Interferon Suppression Capacitor -X1 350VAC ®
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w45 B Construction

B RBARER
Dielectric : Polypropylene Film
B &Ik B IERE FHESHNELY)
Electrodes : Metal Vapor Coating
B (Zn-Al Synthetic)
J/ Cohak: BEKK PBT AA(ULI4V-0)
Case : Flame-Retardant PBT(UL94V-0)
I FRIMIRERIEE(UL94V-0)
Epoxy Resin Coating(UL94V-0)
E BiR: IR i7 O 50AR
Lead : Tinned Copper Clad Steel Wire
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WEERAET | Typical Application

B4 | Feature

525l X1 E4R, WEHTRINSMUNTRMES BRRSE, BR, R, 18E, BERES EQEP

BatE, ERRES BARRIEESSERBA ﬁ%@l s B EREVE

SRE, BEE, HETEMa Widely used in high frequency, DC, AC and pulse circuits
Class X1,Particularly high reliability against active and passive ~ Suitable for use in situations where failure of capacitor
flammability would not lead to danger of electric shock

Excellent self-healing as well as high voltage strength
High degree of interference suppression due to good
attenuation and low ESR

TR S IRIZXE Specification Reference Standard IEC 60384 ; UL 60384 ; GB/T14472
SRR Climatic and Passive Flammability Category |40/110/56/B
TEREERE Operation Temperature Range -40°C~110°C
ZBEE R Rated Voltage 350VAC at 50/60Hz
BB E&E Capacitance Range 0.0047uF~6.8uF
BB Em=E Capacitance Tolerance +5%(J),£10%(K), +20%(M)
&R Voltage Proof T-T 1500VDC at 60 sec; T-C 2200VAC at 60 sec
B4z H Insulation Resistance CR=<0.33pFIR=15000MQ ; CR>0.33puF, IR=5000 MQ/CAP(uF)
BFEMIEDD Dissipation Factor 0.1% Max, at 1KHz and 20°C
RIS E N AmSE Approvals Standard And File No.
TERIRE HER SRR
Related Standard Certificate No. Approved Monogram
uL UL 60384-14 E147776 (N A
c (ND H US (UsA + Canada)
VDE IEC60384-14(ed.3) 40018798 @
(Germany)
ENEC IEC60384-14(ed.3) 40018798 @0 (EU)
cQcC GB/T14472-1998 CQC03001007500 .
(China)
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MPX (MKP) series &I EREHL TR ESs-X1 350VAC
Interferon Suppression Capacitor -X1 350VAC

BmAMIUR~T Dimensions (mm)

Pitch 10mm Pitch 27.5mm
zFEeuF W H T P d EEG@ILEF Part No. zepF W H T P d E G Part No.
0.0047 | 13 | 11 | 5 | 10 | 0.6 | MPX472#R2-10***+++ 033 |315| 17 | 8 [27.5] 0.8 | MPX334#R2-28***+++
0.0056 | 13 | 11 | 5 | 10 | 0.6 | MPX562#R2-10***+++ 047 |31.5|195|10.8|27.5| 0.8 | MPX474#R2-28***+++
0.0068 | 13 | 11 | 5 | 10 | 0.6 | MPX682#R2-10***+++ 0.68 |31.5|19.5|10.8|27.5| 0.8 | MPX684#R2-28***+++
0.01 13 | 11 | 5 | 10 | 0.6 | MPX103#R2-10***+++ 0.82 |315|216| 13 [275| 0.8 | MPX824#R2-28***+++
0022 | 13 | 11 | 5 | 10 | 0.6 | MPX223#R2-10***+++ 1 315|216 13 |275]| 0.8 | MPXL0O5#R2-28***+++
0033 | 13 | 11 | 5 | 10 | 0.6 | MPX333#R2-10***+++ 12 315|216 13 |[275| 0.8 | MPX125#R2-28***+++
0.047 | 13 | 12 | 6 | 10 | 0.6 | MPX473#R2-10***+++ 2.2 32 | 255 16 [275| 0.8 | MPX225#R2-28***+++
0056 | 13 | 12 | 6 | 10 | 0.6 | MPX563#R2-10***+++ 33 31 | 33 | 18 |275| 0.8 | MPX335#R2-28***+++
0068 | 13 | 12 | 6 | 10 | 0.6 | MPX683#R2-10***+++
0.1 13 | 12 | 6 | 10 | 0.6 | MPX104#R2-10***+++ Pitch 31.5mm
“zEUF W H T P d EE SIS Part No.
Pitch 15mm 12 37 | 24 |135|315| 0.8 | MPX125#R2-32***+++
T EE LS Part No. 15 37 |265| 16 |31.5| 0.8 | MPX155#R2-32***+++
0.01 18 | 11 | 5 | 15 | 0.8 | MPXL103#R2-15***+++ 2.2 37 [265| 16 |315| 0.8 | MPX225#R2-32***+++
0022 | 18 | 11 | 5 | 15 | 0.8 | MPX223#R2-15***+++ 2.7 37 |285| 18 |315| 0.8 | MPX275#R2-32%**+++
0033 | 18 | 11 | 5 | 15 | 0.8 | MPX333#R2-15***+++ 33 37 | 34 | 22 |315| 0.8 | MPX335#R2-32***+++
0.047 | 18 | 11 | 5 | 15 | 0.8 | MPX473#R2-15***+++
0056 | 18 | 11 | 5 | 15 | 0.8 | MPX563#R2-15***+++ Pitch 46.5mm
0.068 | 18 | 12 | 6 | 15 | 0.8 | MPX683#R2-15***+++ zgpF W H T P d EE RS Part No.
0.1 18 | 12 | 6 | 15 | 0.8 | MPX104#R2-15***+++ 33 51 |275[175|46.5| 0.8 | MPX335#R2-47***+++
0.12 18 |135( 7.5 | 15 | 0.8 | MPX124#R2-15***+++ 39 51 [27.5[175|46.5| 0.8 | MPX395#R2-47***+++
0.15 18 |145| 85 | 15 | 0.8 | MPX154#R2-15***+++ 47 51 [305| 20 [46.5| 0.8 | MPXA75#R2-47***+++
0.22 18 |145( 85 | 15 | 0.8 | MPX224#R2-15***+++ 6.8 51 | 35 | 24 |46.5| 0.8 | MPX685#R2-47***+++
0.33 18 |155( 95 | 15 | 0.8 | MPX334#R2-15***+++
Pitch 22.5mm
S8F W H &S Part No.
015 |[265| 15| 6 |225| 0.8 | MPX154#R2-23***+++
022 [265|165| 7 |225| 0.8 | MPX224#R2-23***+++
033 [26.5| 17 | 85 |225| 0.8 | MPX334#R2-23***+++
047 [265| 19 | 10 (225 0.8 | MPX474#R2-23***+++
0.68 [26.5| 19 | 10 |225| 0.8 | MPX685#R2-23***+++
1 26 |215| 12 |225| 0.8 | MPX105#R2-23***+++

Ti# RBBRE ;- RSIWAR M RSIGRERBEDR ; +++RANYEER

Note: # Capacitance tolerance code ;

- Forming lead shapes

AN BRRGHRBATERRA, ULEREFRUSE, UBKRRBERE

. ***% 1ead length and packaging ;

+++ Internal use

Note: Design, specifications are subject to change without notice, the above parameters for reference only, see the approval sheet for details.
7 ORFEREBERTRIRE

Note: Special size or items on request.
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