Film Capacitors|S&f& &

JEC's complete line of film capacitors, are designed for use in all types of electronic equipment
including power and alternative energy, industrial, telecommunications, automotive, military, medical
and consumer electronics applications.




Inte

MPX (MKP) series #1i| EREH TEER-X1 350VAC

rferon Suppression Capacitor -X1 350VAC

B 1% | Feature

BRI X1 &k, BEDREBHNZRENTELS

HRER K ERRES

RERF , FEHE , 0% TEMER

Class X1,Particularly high reliability against active and passive flammability
Excellent self-healing as well as high voltage strength

High degree of interference suppression due to good attenuation and low ESR

H T E k2 BIE % Specification Reference Standard

o
B &R | Typical Application JEC
BARSHE , BR, Xk, B8 , BERESKF
BARMEERR AT EHERERBOER

Widely used in high frequency, DC, AC and pulse circuits

Suitable for use in situations where failure of capacitor would not lead to danger of

electric shock

IEC 60384 ; UL 60384 ; GB/T14472

KRR PHMRZEAR Climatic and Passive Flammability 40/110/56/B
T {E;BE B Operation Temperature Range -40°C~110°C
#5E E R Rated Voltage 350VAC at 50/60Hz

EAEEIE Capacitance Range

0.0047uF~6.8pF

EARERE Capacitance Tolerance

+5%(J),£10%(K),£20%(M)

it & Voltage Proof

T-T 1500VDC at 60 sec ; T-C 2200VAC at 60 sec

#4%EFA Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(LF)

{8#E A IEY) Dissipation Factor

0.1% Max, at 1KHz and 20°C

MPX (MKP) series 1| EBREH TEER-X2 310VAC

Interferon Suppression Capacitor -X2 310VAC

B 551 | Feature

Rl X2 &k, HEHREBNZMEN RS

BRMR  ERRES

RERF , FEHE , 0% TEMER

Class X2,Particularly high reliability against active and passive flammability
Excellent self-healing as well as high voltage strength

High degree of interference suppression due to good attenuation and low ESR

B =R | Typical Application

BRANEHE , BR , XK, B8 , BERESKH
BARMEERRARETSEHERRBBIER

Widely used in high frequency, DC, AC and pulse circuits

Suitable for use in situations where failure of capacitor would not lead to danger of
electric shock

R IE BRIRZE Spe ation Reference Standard 60384 60384 B 44
SRR FRRZ4R Climatic and Passive Flammability 40/110/56/B
T &8 E#E Operation Temperature Range -40°C~110°C
$87E B Rated Voltage 310VAC at 50/60Hz

EARE#E Capacitance Range

0.001pF~2.2puF

BA={RZE Capacitance Tolerance

+5%(J),210%(K),£20% (M)

i E & Voltage Proof

T-T 1300VDC at 60 sec ; T-C 2100VAC at 60 sec

#4%ZEFH Insulation Resistance

CR=<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

{8#E A IEY] Dissipation Factor

0.1% Max, at 1KHz and 20°C

—

Interferon Suppression Capacitor -X2 275VAC

B B ERER | Typical Application

BAASHE, BR, IR, BE  BEREGSKF
BRARBEERRARBTEEHEERBHOIER

Widely used in high frequency, DC, AC and pulse circuits

Suitable for use in situations where failure of capacitor would not lead to danger of
electric shock

IEC 60384 ; UL 60384 ; GB/T14472
40/110/56/B

-40°C~110°C

275VAC at 50/60Hz

0.001uF~2.2yF

+5%(J),£10%(K),£20% (M)

T-T 1200VDC at 60 sec ; T-C 2000VAC at 60 sec

CR=0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)

0.1% Max, at 1KHz and 20°C




MPX (MKP) series #I#IERER TEEA-Y2 250VAC

B &1 | Feature

Bhl Y2 &k, HEDIEBHNZRENTELS

HRER K ERRES

RERF , FEHE , 0% TEMER

Class Y2,Particularly high reliability against active and passive flammability
Excellent self-healing as well as high voltage strength

High degree of interference suppression due to good attenuation and low ESR

R T E R 2 BRIE#E Specification Reference Standard

Interferon Suppression Capacitor -Y2 250VAC @G)

B #EERSER | Typical Application JEC
BANSHE , BR , Xk, B8, BERESKT
BARDEBRE AR E TR ERBERRIER

Widely used in high frequency, DC, AC and pulse circuits

Suitable for use in situations where failure of capacitor would not lead to danger of

electric shock

| IEC 60384 ; UL 60384 ; GB/T14472

0.1pF K 250V~Y2 SAR K BAKRZEAR Climatic and Passive Flammability 40/110/56/B
\ JEC 40/110/56/8 T {EBESEE Operation Temperature Range -40°C~110°C
() @“' #57E E R Rated Voltage 250VAC at 50/60Hz
! emus EARE&IE Capacitance Range 0.001uF~0.1uF
~ IEC60384-14

EARERE Capacitance Tolerance

+5%(J),£10%(K),£20% (M)

T-T 3000VDC at 1 sec ; T-C 2200VAC at 60 sec

#B4%E [ Insulation Resistance

IR=30000MQ

‘ ‘ i E B Voltage Proof

B3 A IEY) Dissipation Factor

0.1% Max, at 1KHz and 20°C

MPP (CBB21) series € Bt RAFEER ST

B 551 | Feature

SRR | BAW

EEENERK

BIRIERE/ , BRBEDR

High volume/capacitance ratio

Very low dielectric absorption

Low loss at high frequency, Self-healing

K& A Climatic Category

Metallized Polypropylene Film Capacitor

 BIirERS BEE Specification Reference Standard

B #ErE R4S | Typical Application

BEZRAREE, BER,. RMKEEEEF

BAREREE )  MEERNEESRESK

Widely used in high frequency, DC, AC and pulse circuits

Providing optimum performance with small size in S- correction circuits for colour TV
set

GB/T 14579 (IEC 60384-17)
55/105/21

T &8 E#E Operation Temperature Range

-55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )

#5E E R Rated Voltage

100/250/400/630/1000 VDC

TR EHE Capacitance Range

0.001pF~3.3pF

BA={R=E Capacitance Tolerance

+5%(J),£10%(K)

it E B Voltage Proof

1.5UR,5sec

#&#5%E M Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(F)

{8# A IEY]) Dissipation Factor

0.1% Max, at 1KHz and 20°C

MPC (CBB23) series € Bt RAFBIRERE

B %1% | Feature

25 A 58 B2

EERREES

BBARR(ULIA V-0) , EMRREES

High pulse strength

High contact reliability

Plastic case (UL94 V-0) , Epoxy resin sealing

AT E RS BAZAE Specification Reference Standard

SRAR%E R Climatic Category

Metallized Polypropylene Film Capacitor

B B ERER | Typical Application
EZRANSE., BER. RAFTRESEH

BIABENIER

BB

Widely used in high frequency, DC, AC and pulse circuits
High frequency coupling and decoupling

Oscillating circuits

GB/T 10190 (IEC 60384-16)

55/105/56

JEC MPC T {ERE #iE Operation Temperature Range -55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )
334K 630V A€ ER Rated Voltage 160 /250 / 400/ 630 / 1000 / 1600 / 2000 VDC

EAE#E Capacitance Range

0.00056pF~15pF

BA={R=E Capacitance Tolerance

+5%(J),£10%(K)

1.5UR,5sec

[ | & Voltage Proof
‘ w #4%=EPH Insulation Resistance

CR=0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)

| ' $83% A& IE 1)) Dissipation Factor

0.1% Max, at 1KHz and 20°C




==
==1

MPA/T (CBB20/19) series Eia € B{t R R

M Axial Leaded Metallized Polypropy!

B %M | Feature B i#ErER4ES | Typical Application JEC
BIK#E\EFEE. KESR. IR - ERRERASEER >
S BIANERE EANETRE ==
BERIBEESY =S R
Self-healing property, Low DF, low ESR. High IR o-circuit
Excellent frequency characteristics . High frequency and high curren 3
Excellent temperature characteristics General pur ircui ;-
% 2 REIRZE Spe ation Reference Standard B 0190 60384-16 -

KAZ¥E B Climatic Category

T Y#EREEE Operation Temperature Range 0or1.25% per°C for Ur )

#5E E R Rated Voltage

EAEEIE Capacitance Range =

EARERE Capacitance Tolerance \

i & B Voltage Proof -

#BIZEMA Insulation Resistance (WF)

{8#E A IEY) Dissipation Factor ° f

PP BBS eries BB E B0 SAEINERET IRl pro /F

B 5t | Feature i plication
B 88 58
ERIC L
BN, RERFAD high cf oadi
Very high pulse strength y
Self-healing properties s
Low loss and small inherent temperature rise

T 5 RRAEX Spe ation Reference Standard B 0190 60384-16

ARFE R Climatic Category 40/105/21

I &8 E i E Operation Temperature Range

-40°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )

T B R Rated Voltage

800 /1000 / 1250/ 1600 / 2000 VDC

B A EEE Capacitance Range

0.001uF~0.1yF

EXS- apacitance Tolerance

+5%(J) . £10%(K)

MHEE e Proof

1.5UR, 5sec

B lation Resistance

CR=<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

B sipation Facto

0.1% Max, at 1KHz and 20°C

es0cc BELL 7

PPN (CBB13) series RA A/ BN EREE

olypropylene Film/Foil Capacitor

<] % | Feature
EEXERSR  BERBELS
BROARNRE ST
MEESET , FEBEND
Film/foil, non-inductive wound type, dipped Ad
Excellent frequency and temperature characteristic
ery small loss even at high frequency

Coffee Machin

RE

Lamp

- |ﬁb Toaster Oven

H T E k2 BBIE% Specification Reference Standard

B #ErEm4EE | Typical Application
BZAREHA, ERMFHERS
BZRAREFERR

Widely used in high frequency, DC and pulse circuits
Suitable for electronic ballast

GB/T 10188 (IEC 60384-13)
40/105/21

-40°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )

100/250/400/630 VDC

0.001uF~0.1yF

+5%(J) . £10%(K)

Proof

1.5UR, 5sec

ation Resistan

CR=0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)

J Dissipation Facto

0.1% Max , at 1KHz and 20°C

JEC



MTP (CBB21S) series € Bt RABLLBEER

Metallized Polypropylene Afety Film Capacitor

B &1 | Feature

REERBEE | HEA R

BE) RAERSAREEERHRN—F

IR BRI

Internal safety device, reliable performance

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

K i E R 2 B2 % Specification Reference Standard

B #EE R4S | Typical Application

ARFRER, SFERSK. THBESERNTIESRERER

(&N : De-Link, De-filter and P.F.C)

As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
(i.e: Dc-Link, Dc-filter and P.F.C)

GB/T 10190 (IEC 60384-16)

RA%%E R Climatic Category 40/105/21
T B E B Operation Temperature Range -40°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )
$AE B R Rated Voltage 450/ 520/ 630 VDC

E AR 2#iE Capacitance Range

0.027pF~10pF

BEARERZE Capacitance Tolerance

+5%(J) . £10%(K)

i & B Voltage Proof

1.5UR, 5sec

#4%EFA Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(LF)

8% A& IE4)) Dissipation Factor

0.1% Max, at 1KHz and 20°C

TPC (CBB23S) series £ Bt RAB/ LS

Metallized Polypropylene Afety Film Capacitor

JEC

B 551 | Feature
WEPERBEE |, HrEA 5

BE) RERSRAKREEERRN ¥

FERHN BRI

Internal safety device, reliable performance

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

KT E R 2 BBIE % Specification Reference Standard

| SRAZFERI Climatic Category

B EER%ER | Typical Application

ARFRER, E7ERSF. THWEEBERNTBERERER

(20 : Dc-Link, Dcfilter and P.F.C)

As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
(i.e: Dc-Link, Dc-filter and P.F.C)

GB/T 10190 (IEC 60384-16)

40/105/21

JEC TPC T{FBEHEE Operation Temperature Range -40°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )
104K 630v l FEEER Rated Voltage 450/ 520 / 630 VDC

EAE#i[E Capacitance Range

0.027pF~8.2pF

BA={R=E Capacitance Tolerance

+5%(J) . £10%(K)

i E & Voltage Proof

1.5UR, 5sec

CR<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(LF)

‘ 3 ##% =M Insulation Resistance
[ {84 A IEY]) Dissipation Factor

0.15% Max, at 1KHz and 20°C

PDK (MMKP82) series 8 H & Bt RRFRER =R

Dou

ble Metallized Polypropylene Film Capacitor

B &1 | Feature

CHEMULER EZERARSE, SHERKESHE

BE), AMEAD. EEFERERY

Double sided metallized structure, widely used in high voltage ,high frenquency and
pulse circuit

Low loss and small inherent temperature rise ,negative temperature

coefficient of capacitance

AT E RS BAZ2E Specification Reference Standard
ix% 5| Climatic Category

B B ERER | Typical Application
BZERARE RS EREERF

ErERRMETREE P

U H SCR EFRER

Widely used in high voltage, high frenquency and pulse circuit
Lamp capacitor for electronic ballast and compact lamps
SNUBBER and SCR commutating circuits

40/105/21

JEC PDK T &R E#E Operation Temperature Range

-40°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )

103K 1200V FHE E R Rated Voltage

630 /1000 / 1250/ 1600 / 2000 VDC

EAE#E Capacitance Range

0.001uF~0.12pF

| EAE{RZE Capacitance Tolerance

+5%(J) . £10%(K)

1.5UR, 2sec

" | it &8 Voltage Proof

CR=0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)

‘ ##%ZE M Insulation Resistance
r‘ {8 A IEY] Dissipation Factor

0.1% Max, at 1KHz and 20°C




MCB (CBB61) series € B{t R A%

Metallized Polypropylene Film AC Motor Capacitor

B &1 | Feature

& BT

MEERE , IRUS

BRBAFR(ULIA V-0) , ERRERIEESR
Self-healing property

Extremely stable performance and reliability
Plastic case (UL94 V-0), Epoxy resin sealing

K i E R 2 B2 % Specification Reference Standard

B #EERSER | Typical Application

BARERS 50/60Hz XRERUSHERSHRESNES

Widely applied to starting and running of AC Single-phase motors at 50/60Hz
frequency power

UL810 ; EN60252 ; GB/T3667

AR R PER AR Climatic and Passive Flammability 40/85/21/C
T {E;BE B Operation Temperature Range -40°C~85°C

¥AE SR Rated Voltage

450VAC for P2;250 VAC,300 VAC,350 VAC,400 VAC,450VAC for PO

E AR 2#iE Capacitance Range

1uF~10pF class-PO; 1uF~5pF class-P2

BEAERZE Capacitance Tolerance +5%(J)
i & B Voltage Proof 2.0UR, 2sec
##%ZE M Insulation Resistance >3000MQ/CAP(uF)

8% A& IE4)) Dissipation Factor

0.2% Max , at 1KHz and 20°C

MEF (CL21) series € Bt R ZEIEE A58

Metallized Polyester Film Capacitor

JEC

B 551 | Feature

REHEE. BE /). EBE Eok. ARMH
FMMEREMN RO, TN, BB
Wide capacitance range, small size, and light weight,long life due to self-healing effect
Flame retardation epoxy resin powder coating provides safety, the identical outer
appearance

K& A Climatic Category

| EEERA%SER, | Typical Application

BRARSESRERER

BRARERM VHF RERNRBER, ZBRNBS

BEZRAREBR. EREGERT

Widely used in high temperature light

Suitable for blocking, by-pass and coupling of DC and signals to VHF range
Widely used in filter and low pulse circuits

55/105/21

I {EREEE Operation Temperature Range

-55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )

€ ER Rated Voltage

63 /100/250/400/630VDC

EARE#iE Capacitance Range 0.01uF~10pF
BA={RZE Capacitance Tolerance +5%(J) . +10%(K)
M E ™ Voltage Proof 1.5UR , 5sec

##% =M Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(LF)

{84 A IEY]) Dissipation Factor

1% Max , at 1KHz and 20°C

MEC (CL23) series € B{LR CEEIEER S Metallized Polyester Film Capacitor

B 4% | Feature

=2AE | BRL

BRI

=5

High volume/capacitance ratio
Self-healing

High moisture resistance

i E RS BIZE* Specification Reference Standard

%R Climatic Category

B B ERER | Typical Application
k. RE. B4, BB

IR B, ER. REER

By-passing, blocking, coupling, decoupling
Pulse, long, timing, oscillator circuits

GB/T 7332 (IEC 60384-2)

55/105/56

JEC MEC (

T {ERE#iE Operation Temperature Range -55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )
EAEZE R Rated Voltage 63/100/250/400/630VDC

K 630V
oy I EA=%IE Capacitance Range

0.0022uF~47pF

I BA={R=E Capacitance Tolerance

+5%(J) . £10%(K)

i & Voltage Proof

1.5UR, 5sec

#B4%EFH Insulation Resistance

CR=0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)

B # A IEY) Dissipation Factor

1% Max , at 1KHz and 20°C

JEC



MEA /T (CL20/19) series 80 & Bt R ZERIRE A 25

B &1 | Feature

BE), EE28, AAMeEEER

ABRREBHR , MimEIREME

Small size, light weight, excellent self-healing property
Wrapped with polyester adhesive tape and ends filled

Axial Leaded Metallized Polyester Film Capacitor

R i E R 2 BB1Z % Specification Reference Standard

l B ER SR | Typical Application

BETR., ZHRMBES (E8)
BAREFRIiENERMARE E K

Suitable for blocking, by-pass, coupling, and decoupling
Suitable for DC impulse and pulse circuit

| GB/T 7332 (IEC 60384-2)

RA%%E R Climatic Category 40/105/21

T {E;BE B Operation Temperature Range -40°C~105°C

#87%E £ Rated Voltage 50/63/100 /160 /250 /400/630 VDC

EAEEE Capacitance Range 0.01uF~33pF

ERERE Capacitance Tolerance +5%(J) . £10%(K)

i E B Voltage Proof 1.6UR , 2sec

#B4%ZEFH Insulation Resistance CR<:0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)
#E#E A EY) Dissipation Factor 1% Max , at 1KHz and 20°C

MEM (CL21X) series Nt £ BLR Z B IEE RS
B 551 | Feature
BED. BRIty
FEMMREN RO TN, BB
Small size and excellent self-healing property
Flame retardation epoxy resin powder coating provides safety, the identical outer
appearance

KIEFE R Climatic Category

Miniaturized Metallized Polyester Film Capacitor

JEC

KT E R 2 BBIE % Specification Reference Standard

B #ErE R4S | Typical Application

BER., SHRMNBE (E8)

EZ AR , ARE R

ARFRER. EFERFMNEERPHERERBK

Suitable for blocking, by-pass, coupling, and decoupling

Widely used in filter and low pulse circuits

As intermediate circuit capacitors for SMPS, Electronic Ballast Inverter

GB/T 7332 (IEC 60384-2)
55/105/21

T B E B Operation Temperature Range

-55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )

#87E £R Rated Voltage

63/100/250 VDC

E AR E#iE Capacitance Range 0.001uF~1uF
BA=RE Capacitance Tolerance +5%(J) . £10%(K)
& & Voltage Proof 1.5UR, 5sec

#4%EFH Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(LF)

83 A IE4]) Dissipation Factor

1% Max , at 1KHz and 20°C

MEB (CL23B) series Nt € B R ZEREER S

B 51 | Feature

BE ), BRIty

HUARE BE 0 58

BRI SEMY

Small size and excellent self-healing property
High dv/dt ability

High reliability

i B R 2 B2 Specification Reference Standard
RIEE R Climatic Category

Miniaturized Metallized Polyester Film Capacitor

B B ERER | Typical Application

k. RE. B4, B

ARERVARBERT |, 1551EAREIEH T HRHE

LCD EEfR2RER , MEERBENHTE

By-passing, blocking, coupling, decoupling

For DC or pulse circuit, especially suitable for program-controlled switches
Invert for LCD monitors, automotive DC motor suppression

55/105/56

T {E;B EE 3@ Operation Temperature Range

-55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )

\ FAEE R Rated Voltage

63 /100/250 VDC

\ EAEEE Capacitance Range

lf \ BA=2RE Capacitance Tolerance

0.001pF~1uF
+5%(J) . £10%(K)
1.5UR, 5sec

I ' i & Voltage Proof
| #B4%ZEFH Insulation Resistance

CR=0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)

t 83 A IE 4] Dissipation Factor

1% Max , at 1KHz and 20°C




MTE (CL21S) series ®BILR CEEZ £ RERES Metallized Polyester Afety Film Capacitor
B 1% | Feature B #EE R4 | Typical Application
REEREESE | AR FARBEER. ETERSE. THEESBENTEE
BE ) RERSABEEERSEN—¥ (#0 : Dec-Link, De-filter and P.F.C)
FREHNERU As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
Internal safety device, reliable performance (i.e: Dc-Link, De-filter and P.F.C)

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

H 1T E k2 BBIZE Specification Reference Standard GB/T 7332 (IEC 60384-2)

KIE5 R Climatic Category 55/105/21
T B E B Operation Temperature Range -55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )
#87%E £ Rated Voltage 250/ 400/ 450/ 630 VDC
EAEEIE Capacitance Range 0.01uF~10uF
BEAERZE Capacitance Tolerance +5%(J) . £10%(K)
‘ it & & Voltage Proof 1.5UR , 5sec
‘ ‘ B3 Z M Insulation Resistance CR<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)
1 B #E A EY) Dissipation Factor 1% Max , at 1KHz and 20°C

Metallized Polyester Afety Film Capacitor

JEC

B 5t | Feature B #ErE R4S | Typical Application

WEPERBEE |, HrEA 5 ARBREER , EFERS  THEESBRNTIEER

BEDN, AERSHAKEBEERSEN—¥ (&0 : De-Link, De-filter and P.F.C)

FREHNERU As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
Internal safety device, reliable performance (i.e: Dc-Link, Dc-filter and P.F.C)

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

SRAREE R Climatic Category 55/105/21
T {ERE#IE Operation Temperature Range -55°C~105°C ( +85°C~+105°C : decreasing factor1.25% per°C for Ur )
$EEBR Rated Voltage 250 /400 /450 /630 VDC
BAEEE Capacitance Range 0.01uF~10pF
EAE{RE Capacitance Tolerance #5%(J) » £10%(K)
it E R Voltage Proof 1.5UR , 5sec
#B1ZEBPE Insulation Resistance CR<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)
B # A IEY) Dissipation Factor 1% Max , at 1KHz and 20°C
PEI (CL11) series BRSERR CEEIRERA =R Inductive Polyester Film/Foil Capacitor

B 51 | Feature B B ERER | Typical Application

SIREEMENER , BFEN BRARSEEFRBTNER , KARERE

REMEEDRE , RETIRMYE  #HRE BRARSESBHREES

Dissipation factor is small because the leads are welded directly on the foil Widely used in DC and low pulse circuits

Epoxy resin vacuum-dipped,enhance the mechanical strength and humidity resistance Widely used in high temperature light

R T E k2 BIEE Specification Reference Standard

SRAZ$E R Climatic Category 55/100/21

T ¥R E & E Operation Temperature Range -55°C~100°C ( +85°C~+100°C : decreasing factor1.25% per°C for Ur )
FAEE R Rated Voltage 100/ 250/ 400/630/ 1000 VDC

EAEEE Capacitance Range 0.0001pF~0.47uF

BEAERE Capacitance Tolerance +5%(J) . £10%(K)

i E & Voltage Proof 2.0UR , 5sec

##E M Insulation Resistance CR=<0.1pF, IR=30000MQ;CR>0.1puF, IR=10000MQ

B # A EY) Dissipation Factor 1% Max , at 1KHz and 20°C

JEC
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Founded in Taiwan, operate in Taiwan and Mainland China in depth, meanwhile trying to develpe in around
the world, through 30 years of experience and already establish a strong business structure..

JEC's has become security (safety) electronic components synonymous. Since 1986 ceramic capacitors,
then film capacitors and Zinc oxide surge absorber have been put into production, even 500VAC high voltage
of safety capacitors enter the field, all these highlight the JEC's position as the industry leader.

In the mainland, JEC early in 1998 and after in Dongguan / Shantou / Suzhou / Chengdu, has setup
factories and sales companies. Adhering to the "consistent customer service" purpose, to pursue constant
innovation, consolidate and develop an inexhaustible motive force, over the years covering the global sales
network, has been providing quality products for more than 40 countries and regions.
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TEL:+86-769-8831 3601
FAX:+86-769-8831 3603

E-Mail: jec@es—ycap. com
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TEL:+86-512-6673 5222
FAX:+86-512-6673 5223

E-Mail: jec@es—ycap. com

e

BEEPNETHRAT

JHY CHUNG ELECTRONIC CO., LIMITED.
Bk - BB R DIERANER 1 5 10 18
TEL:+852-2736 3383

FAX:+852-2735 2168

E-Mail: jec@es—ycap. com
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