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MF52 Pearl-Shape Precision NTC Thermistor Series
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	■特性｜Feature 
測試精度高
體積小、反應速度快
能長時間穩定工作
互換性、一致性好
規模化生產、性價比高
High testing precision
Small size，Fast response
Steady Operating For Long Time
Good quality of coherence and interchange
Scale production, high ratio of Features to cost

.          
 ■常規尺寸表Normal Dimension                              
                                                                                                                       
	


	■推薦應用領域｜Typical Application
空調設備,暖氣設備,電子體溫計,液位感測器,汽車電子
,電子檯曆,手機電池
Air-Conditioner Equipments
Heating Apparatus
Electric Thermometer
Liquid level sensor
Automobile electronic
Electric table-board
Battery of Mobile Telephone
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		類型Type
	D max
	L1 max
	L2 min
	L3 ±1
	d ±0.06
	F ±0.05

	A.鍍錫銅線或鍍錫銅包鋼線
Tinned copper wire or CP wire
	A1
	2.5
	3.5
	25
	
	0.3
	2.0

	
	A2
	3
	4
	25
	
	0.45
	2.5

	B.漆包線
Enamelled cu wire
	B1
	2
	3.5
	用戶指定
	3
	0.2
	2.0

	
	B2
	3
	4
	用戶指定
	3
	0.3
	2.5

	C.高溫氟塑線
High temp fluorine-plastic wire
	C1
	3
	3.5
	用戶指定
	5
	0.4
	2.0

	
	C2
	4
	4
	用戶指定
	5
	0.5
	2.5

	D.PVC線
PVC wire
	D1
	3
	3.5
	用戶指定
	5
	0.26
	2.5

	
	D2
	4
	4
	用戶指定
	5
	0.32
	2.5
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MF52 Pearl-Shape Precision NTC Thermistor Series

■電氣特性Electrical Characteristics
	型號
Part No
	標稱阻值R25
Rated Resistance R25（KΩ）
	B值(25/50℃)
B Value(25/50℃)
(K)
	額定功率
Rated Power (mW)
	耗散係數
Dissipation Factor
（mW/℃）
	熱時間常數
Themal Time
Constant
(s)
	工作溫度
Operating
Temperature
(℃)

	MF52□□□3100
	0.1~20
	3100
	≤50
	≥2.0
靜止空氣中
In Still Air
	≤7
靜止空氣中
In Still Air
	-55-+125

	MF52□□□3270
	0.2~20
	3270
	
	
	
	

	MF52□□□3380
	0.5~50
	3380
	
	
	
	

	MF52□□□3470
	0.5~50
	3470
	
	
	
	

	MF52□□□3600
	1~100
	3600
	
	
	
	

	MF52□□□3950
	5~100
	3950
	
	
	
	

	MF52□□□4000
	5~100
	4000
	
	
	
	

	MF52□□□4050
	5~200
	4050
	
	
	
	

	MF52□□□4150
	10~250
	4150
	
	
	
	

	MF52□□□4300
	20~1000
	4300
	
	
	
	

	MF52□□□4500
	20~1000
	4500
	
	
	
	


第一方框表不同外形結構,第二方框表標稱電阻值,第三方眶表標稱電阻值精度.
The first pane fills whith code of different diamension,The second pane fills with Rated Resismce,The third fills with its precision symbol.
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MF52 Pearl-Shape Temp Measurement NTC Thermistor series
® SMELHIFIR ST Dimensions(mm)
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