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	■特性｜Feature 
小型緊湊,耐電湧電流量大
能回應暫態電湧的卓越靈敏度
限制電壓低,保護效果可靠
無續流
Very large surge withstanding capability with a compact size
Fast response to steep impulse voltage
Low clamping voltage for better surge protection
No follow-on current
                                     
	
	■推薦應用領域｜Typical Application
用於工業設備,通信設備用電源
交通或鐵路信號裝系統
用於配線電路遠端自動控制裝置浪湧保護
Power suppliers for OA, FA, telecommunication or industrial equipment
Traffic or railroad systems
Surge protection of automatic control devices for power distribution line

	性能指標Technical Data

	型號尺寸Model Size
	34mm×34mm

	工作/储存温度范围Operating /Storage Temperature
	-40℃ ~ +85℃/-40℃ ~ +125℃

	耐浪湧電流Withstanding Surge Current
	30KA~60KA

	認證標志 Approved Monogram
	UL 

	
	

	
系列別
Series

	可容許之最大電壓
Maximun Allowable Voltage    
	壓敏電壓
Varistor Voltage
	最大抑制電壓
Maximun Clamping Voltage     

	
	AC rms(V)
	DC(V)
	Min.
	Vb(Vdc)
	Max.
	IP 300A(V)

	34S Series
	50~750
	65~990
	74~1350
	82~1500
	90~1650
	135~1980



■認證標準及編號 Approvals Standard And File No. 
	相關標準
Related Standard
	證書號
Certificate No.
	產品型號
Part No.
	認證標示
Approved Monogram

	UL (USA)
	UL 1598B
	E317316
	34S121K~34S152K
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■電氣特性Electrical Characteristics(標準型及高能型 Standard & High Surge)
	產品型號
Part No.
	最大允許迴路電壓
Maximum Allowable Voltage
	能量/耐量
Energy
10/1000µS
	最大峰值電流8/20µS
Withstanding
Surge Current
	最大額定功率Rated POWER
	壓敏電壓
Varistor
Voltage
	最大限制電壓
Max Clamping Voltage
	電容量
Capacitance
(參考值)

	
	ACrms
	DC
	High Surge
	Standard(A)
	High Surge(A)
	(W)
	AT 1mA
	IP 300A
	1KHz

	
	(V)
	(V)
	(J)
	I(A)
	I Max
	
	(V)
	(V)
	(pF)

	34S50
	50
	65
	135
	30000
	40000
	1.4
	82(74~90)
	135
	19500

	34S60
	60
	85
	165
	30000
	40000
	1.4
	100(90~110)
	165
	15500

	34S75
	75
	100
	200
	30000
	40000
	1.4
	120(108~132)
	200
	13000

	34S95
	95
	125
	260
	30000
	40000
	1.4
	150(135~165)
	250
	11000

	34S115
	115
	150
	300
	30000
	40000
	1.4
	180(162~198)
	300
	9000

	34S130
	130
	170
	330
	40000
	60000
	1.4
	200(180~220)
	340
	8000

	34S140
	140
	180
	360
	40000
	60000
	1.4
	220(198-242)
	360
	7800

	34S150
	150
	200
	390
	40000
	60000
	1.4
	240(216-264)
	395
	7600

	34S175
	175
	225
	420
	40000
	60000
	1.4
	270(243-297)
	455
	7200

	34S190
	190
	250
	460
	40000
	60000
	1.4
	300(270-330)
	500
	7000

	34S210
	210
	275
	500
	40000
	60000
	1.4
	330(297-363)
	550
	6400

	34S230
	230
	300
	510
	40000
	60000
	1.4
	360(324-396)
	595
	6000

	34S250
	250
	320
	530
	40000
	60000
	1.4
	390(351-429)
	650
	4800

	34S275
	275
	350
	600
	40000
	60000
	1.4
	430(387-473)
	710
	4600

	34S300
	300
	385
	650
	40000
	60000
	1.4
	470(423-517)
	775
	4100

	34S320
	320
	415
	700
	40000
	60000
	1.4
	510(459-561)
	845
	4000

	34S350
	350
	460
	730
	40000
	60000
	1.4
	560(504-616)
	925
	3800

	34S385
	385
	505
	780
	40000
	60000
	1.4
	620(558-682)
	1025
	3600

	34S420
	420
	560
	810
	40000
	60000
	1.4
	680(612-748)
	1125
	3300

	34S460
	460
	615
	850
	40000
	60000
	1.4
	750(675-825)
	1240
	3000

	34S485
	485
	640
	930
	40000
	60000
	1.4
	780(702-858)
	1290
	2850

	34S510
	510
	670
	970
	40000
	60000
	1.4
	820(738-902)
	1355
	2700

	34S550
	550
	745
	1050
	40000
	60000
	1.4
	910(819-1001)
	1500
	2100

	34S575
	575
	765
	1080
	40000
	60000
	1.4
	950(855~1045)
	1570
	1900

	34S625
	625
	825
	1120
	40000
	60000
	1.4
	1000(900-1100)
	1650
	1700

	34S680
	680
	895
	1250
	40000
	60000
	1.4
	1100(990-1210)
	1815
	1520

	34S750
	750
	990
	1340
	40000
	60000
	1.4
	1500(1350-1650)
	1980
	1400



注: 本產品目錄規格如有變更,恕不一一告知,訂購及使用之前,請仔細確認規格書內容
Note: Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
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■尺寸Dimensions(mm)
	標準型Standard Type 
	B Type 
	C Type 
	D Type 

	 (
d
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	注:篇幅有限,B/C/D型導線在此不作詳述,欲了解請與我們聯繫
Note: As space is limited, the detailed B/C/D type won't be described here, Contact us for further information.
注:導電電級形狀可按客戶要求生產
Note:The shape of conductive electrode can be customized.



標準型Standard Type
	產品型號
Part No.
	T Max.
	 H max
	H1 min
	D max
	 D1(±1.0)
	d(±0.1)
	d1(±0.3)
	K(max.)
	Φ(M±0.2) 
	W(±0.5)

	34S50
	5.7
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S60
	5.8
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S75
	6
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S95
	6.1
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S115
	6.1
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S130
	6.2
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S140
	6.3
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S150
	6.4
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S170
	6.6
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S190
	6.8
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S210
	6.9
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S230
	7.1
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S250
	7.3
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S275
	7.5
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S300
	7.8
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S320
	8
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S350
	8.3
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S385
	8.7
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S420
	9
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S460
	9.4
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S485
	9.6
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S510
	9.8
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S550
	10.4
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S575
	10.6
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S625
	11.2
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S680
	11.8
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7

	34S750
	12.3
	56.6
	14.5
	44
	25.4
	0.5
	3.4
	3.18
	3.8
	7



注: 本產品目錄規格如有變更,恕不一一告知,訂購及使用之前,請仔細確認規格書內容
Note: Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
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